RAGNO N 20 BAR

915046

PVC hose with polyester yarn reinforcement and PU
adhesive intermediate layer for pressure spraying of

MERLETT
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insecticides, pesticides, liquids under pressure. ] o o o
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mm | inch | mm | mm | bar bar bar bar | mm | g/m n° x a° m
6 6 12 20 16 12 60 115 12X54° 100 = On demand
8 516 8 13 20 16 12 60 27 110 18x54° 100 In stock
8 5/16 8 13.8 | 20 16 12 60 130 18x54° 100 = On demand
0 38 10 15 20 16 12 60 32 120 24x54° 100 In stock
10 38 10 16 20 16 12 60 160 24x54° on demand
13 12 0 1319 20 16 12 60 55 180 24x54° 100 In stock
L ) 6 5/8 16 23 20 16 12 60 60 | 300 24x55° 100 In stock
19 3/4 19 26 20 16 12 60 70 350 | 24x54° doppia = 100 In stock
SMOOTH SURFACE FHoHk
25 1 25 | 34 20 16 12 60 | 100 = 530  36x54° doppia = 50 In stock
@ FLEXIBILITY FHoHk
@ ABRASION RESISTENCE FHoHk
TEMPERATURE RANGE
-5 °C 60 °C
CHEMICAL RESISTANCE
PVC Table
9 CRUSHING RESISTANCE I




